
Intermittent Duty Only 
No. of cylinders .................................................................................................................................................... 5
Maximum rated speed ...............................................................................................................................550 rpm
Stroke length................................................................................................................2.75 in.               69.85 mm
Maximum rated power................................................................................................154 HP                114.7 KW       
Maximum rod load .....................................................................................................7216 lb.               32.04 kN
Weight ......................................................................................................................................................1520 lbs.

SC-115L  
QUINTUPLEX PLUNGER PUMP

IHP =
USGPM x (Discharge psig - 1/2 Suction psig)

IKW =
M3/HR x (Discharge Bar - 1/2 SuctionBar)

1542 17.99

PUMP RPM =
USGPM Desired

PUMP RPM =
M3/HR Desired

USGPM per Revolution of Selected Plunger M3 per Revolution of Selected Plunger

*Displacement based on 100% Volumetric Efficiency   **Power based on 90% Mechanical Efficiency

S C-115L

3.000 PISTON 1020 0.4208 84.2 105.2 147.3 189.3 231.4

2.750 3.500 1215 0.3535 70.7 88.4 123.7 159.1 194.5

2.625 3.500 1333 0.3221 64.4 80.5 112.7 145.0 177.2

2.500 3.250 1470 0.2922 58.4 73.0 102.3 131.5 160.7

2.375 3.250 1629 0.2637 52.7 65.9 92.3 118.7 145.0

2.250 2.875 1815 0.2367 47.3 59.2 82.8 106.5 130.2

55.7 69.6 97.4 125.2 154.0

S C-115L

76.2 PISTON 70.3 1.5929 318.6 398.2 557.5 716.8 876.1

69.9 88.9 83.8 1.3381 267.6 334.5 468.3 602.1 736.0

66.7 88.9 91.9 1.2193 243.9 304.8 426.8 548.7 670.6

63.5 82.6 101.4 1.1061 221.2 276.5 387.1 497.7 608.4

60.3 82.6 112.3 0.9982 199.6 249.6 349.4 449.2 549.0

57.2 73.0 125.1 0.8960 179.2 224.0 313.6 403.2 492.8

41.5 51.9 72.6 93.4 114.8

Piston      
only

Piston      
only
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SC-115L Quintuplex Pump



POWER END ENGINEERING DATA
Max. Input Power @ Speed  .................................................................................... 154 HP @ 550 rpm
Rated Continuous Plunger Load  .............................................................................................. 7,216 lb.
Normal Continuous Speed Range  ......................................................................................150-400 rpm
Minimum Speed  ........................................................................................................................ 100 rpm
Oil Capacity  ........................................................................................................................15 U.S. Qrts
Power End Oiling System  .............................................................................................Splash & Scoop
Power Frame, One-Piece  .........................................................................................................Cast Iron
Crosshead, Full Cylindrical  .....................................................................................................Cast Iron
Crosshead, Dia. x Length ..................................................................................................... 4 x 4 1/2 in.
Crankshaft  ........................................................................................................................... Ductile Iron
Crankshaft Diameters:
   At Tapered Roller Bearings  ..................................................................................................... 3.35 in.
   At Crankpin Bearings, Dia. x Length ................................................................................ 2 3/4 x 2 in.
Crosshead (Wrist) Pin, Case-Hardened and Ground  .............................................................AISI 8620
Main Bearings, Tapered Roller  ................................................................................................ Timken®

Crankpin Bearings, Precision Automotive  ....................................................................... Babbitt-Lined
Extension (Pony) Rod Integral w/ Plungers  ............................................................................316 S.ST.
Connecting Rod, Automotive Type  ..................................................................................... Ductile Iron
Average Crosshead Speed  @ 550 rpm    ................................................................................... 252 fpm
Minimum Life Expectancy, Main Bearings, L10  .................................................................. 40,000+ hr.

LIQUID END ENGINEERING DATA
Max. Continuous Working Pressure .........................................................................................1,815 psi
Hydrostatic Test  .......................................................................................................................2,700 psi
Liquid End Materials, A.S.T.M.
    Ductile Iron .................................................................................................................A536 80-55-06
Plunger Type “Rokide” Stainless Steel, (Chromium Oxide-Coated)  .....................................416 S.ST.
Stuffing boxes, Field-Removable and Replaceable, Carbon Steel   ................................................1020
Packing Types Available:
   Gland-Adjustable ........................................................................................................................Hi/Lo
   Spring-loaded, Braded Teflon & Kevlar ............................................................................... Style 140
Piston Types Available:
   Kevlar and Nitrile
   Black Rubber
   Urethane
Liner Types Available:
  Ceramic (Solid White)
  Chrome Oxide Coated
Seals, Stuffing Boxes, Valve Covers  ..........................................................................................Buna-N
Valve Type, Abrasion Resistant   ....................................................................................... l7-4PH S.ST.
Valve Spring Material   ..............................................................................................................Inconel® 
Valve Seat, Liquid Passage Area ............................................................................................1.82  sq.in.
Avg. Liquid Velocity, with 2 3/4” Plungers @ 550 RPM
   thru A/R Valves ........................................................................................................................13.7 fps  
   thru Suction Manifold ...............................................................................................................2.6  fps
   thru Discharge Manifold .........................................................................................................12.7  fps

ENGINEERING DATA
SC-115L Quintuplex Pump

All drawings and specifications subject to change without notice.
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